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--5. (t wice Amendea^A method for a VPN server that manages bandwidth of a remote 
link, comprising:^ 

assigning a p^wtion of the bandwidth to at least>&ne application group; and 
metering packetsvbelonging to the application group; 
wherein the packets ^belonging to the application group contend equ&Uy for the portion of 


(Twice Amended) A method for a VPN server that manages bandwidth of a remote 
link, comprising: 


assigning abortion of the bandwidth to^at least one application group; 
metering packet^sbelonging to the application group; and 

allowing a user to spe&ify the bandwidth of tnk remote link from a user interface. -- 


—9. (Twice Amended) A methocNjDr a VPN server\hat manages bandwidth of a remote 
link, comprising: 

assigning a portion of the bandwidth to at leasNme application group; 
metering packets belonging to the application group; and 

allowing a user to specify the portion of the assigned band^klth from a user interface. - 


—12. (Twice Amended) A system for mah^ging bandwidth of a remote link comprising: 
a VPN server 

a contention pool having a portion of the bandwidth for afte^st one application group; 
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a meter for metering the packets betbtming to the application group; 




^0^7 ( wherein th^ server is directly connected to otherlmksjiaying larger bandwidth than the 
Y ■availab le bandw idt h\uf llurremotc link. - 


— 14. (Twice Amended)S& system for managing bandwidth of a remote link comprising 
a VPN server 

a contention pool having a portion of tnfesbandwidth for at least one application group; 
a meter for metering th^p^kets belonging^^ group; 


\ 


wherein the packets belonging to the application group contend et^tmlly for the contention 



(Twice Amended) A system for managing bandwidth of a remote link comprising: 
a VPN sfej^er 

a contention pobiJiaving a portion of the bandwidth for at least one application group; 


a meter for metering the packfet^ belonging to the application group; and 
^ a user interface that allows a user to^gecify the bandwidth of the link.— 

--18. (Twice Amended) A system for managingb^ndwidth of a remote link comprising: 
a VPN server 

a contention pool having a portion of the bandwidth for at least ofce application group; 
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